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F-26 - TECHNICAL DATA SHEET

General Properties
SAE Equivalent Number F-26

Commercial Standard Grade Number 8R5

Trade Designation Soft Pad

Minimum Wool Content 45%

Nominal Specific Density 0.15

Standard Thickness Range 3.17 mm - 25.4 mm 1/8” to 1”

Width 183 cm 72”

Colour Grey

Thickness and Weight Tolerances Metric System
Thickness Weight

Nominal Limits Nominal Limits

3.2 mm 2.16 - 4.19 mm 0.49 kg/m² 0.44 - 0.54 kg/m²

6.4 mm 4.93 - 7.77 mm 0.98 kg/m² 0.88 - 1.07 kg/m²

9.5 mm 7.70 - 11.35 mm 1.46 kg/m² 1.32 - 1.61 kg/m²

12.7 mm 10.46 - 14.94 mm 1.95 kg/m² 1.76 - 2.15 kg/m²

19.1 mm 16.00 - 22.10 mm 2.93 kg/m² 2.63 - 3.22 kg/m²

25.4 mm 21.54 - 29.26 mm 3.90 kg/m² 3.71 - 4.29 kg/m²

Thickness and Weight Tolerances Imperial System
Thickness Weight

Nominal Limits Nominal Limits

1/8” 0.085 - 0.165” 0.90 lb/yd² 0.81 - 0.99 lb/yd²

1/4” 0.194 - 0.306” 1.80 lb/yd² 1.62 - 1.98 lb/yd²

3/8” 0.303 - 0.447” 2.70 lb/yd² 2.43 - 2.97 lb/yd²

1/2” 0.412 - 0.588” 3.60 lb/yd² 3.24 - 3.96 lb/yd²

3/4” 0.730 - 0.870” 5.40 lb/yd² 4.86 - 5.94 lb/yd²

1” 0.848 - 1.152” 7.20 lb/yd² 6.84 - 7.92 lb/yd²


